
Replace Traditonal Wall Pack fixture directly

Use heat sink with pure Aluminum 
plate to ensure the perfect heat 
dissipation of LED chip

Use Philips 3030 chip

IP 65

LEDBG002

LED WALLPACK

Die-casting shell

Outdoor Indoor/



N.W 4.4KG

G.W 4.8KG

Package Size 40*26*21.5cm

Volume 0.023m

：

：

：

：

30W-80W

Weight & package

N.W 6.1KG

G.W 6.9KG

Package Size 55 28.5 30cm

Volume 0.05m

：

：

： * *

：

100W-120W

Weight & package

100W-120W

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

C0 180985. / ,
C30 2101062/ , .
C60 2401020/ , .
C90 2701022/ , .

0

800

1600

2400

3200

4000

C0

C30

C60

C90

C120

C150

C180

C210

C240

C270

C300

C330

γ= .490

0

800

1600

2400

3200

4000

0

30

60

80

90

100

30

60

80

90

100

Uplight

LUMINAIRECLASSIFICATIONSYSTEMLCS GRAPH( )

600

1200

1800

2400

3000lm( )

FrontBack

BUG

IESNALuminaireFluxDistributionTable :
Zone Lumens Luminaire %
FL FrontLow030 8185 91. . ) - ( - -
FM FrontMedium3060 88515 99. . ( - ) - -
FH FrontHigh6080 16979 19. . ( - ) - -
FVH FrontVeryHigh8090 20851 02. . ( - ) - -
TotalForwardLight 19426 217. .

BL BackLow030 11506 128. . ) - ( - -
BM BackMedium3060 27472 307. . ( - ) - -
BH BackHigh6080 16396 183. . ( - ) - -
BVH BackVeryHigh8090 59725 67. . ( - ) - -
TotalBackLight 70117 783. .

UL UplightLow90100 4201 47. . ) - ( - -
UH UplightHigh100180 50526 56. . ) - ( - -
TotalUpLight 92536 103. .

BUGBackUpGlare Rating B3U4G4- - ) , ( ,

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

HouseSide 18943 48303 19426. . .
StreetSide 61346 87706 70117. . .
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BUG
IESNALuminaireFluxDistributionTabl :e
Zone % Lumens Luminaire

FL FrontLow030 97945 86. . ) - ( - -
FM FrontMedium3060 10191 90. . ) - ( - -
FH FrontHigh6080 2602 23. . ( - ) - -
FVH FrontVeryHigh8090 39087 03. . ) - ( - -
TotalForwardLight 23821 210. .

BL BackLow030 14407 127. . ) - ( - -
BM BackMedium3060 31851 281. . ) - ( - -
BH BackHigh6080 20428 180. . ( - ) - -
BVH BackVeryHigh8090 85323 75. . ) - ( - -
TotalBackLight 8963 790.

UL UplightLow90100 65952 58. . ) - ( - -
UH UplightHigh100180 86594 76. . ( - ) - -
TotalUpLight 15255 134. .

BUGBackUpGlare Rating B3U4G? - - ) , ( ,

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

HouseSide 22978 8431 23821. . .
StreetSide 75219 14411 8963. .
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水平面绝对等照度曲线
计算高度 10 m,灯下垂直点照度 29.98 lx

若安装高度不等于计算高度 ,请应用右边高度修正系数表计算照度 .

安装高度 修正系数

5 m .4 000

6 m 2778.

7 m 2041.

8 m 1563.

9 m 1235.

10m 1000.

11m 0826.

12m 0694.

13m 0592.

14m 0510.

15m 0444.

16m 0391.
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21 16 13 10 78.
26. 13. 078. 026. 013.

水平面绝对等照度曲线
计算高度 10 m,灯下垂直点照度 25.84 lx

若安装高度不等于计算高度 ,请应用右边高度修正系数表计算照度 .

安装高度 修正系数

5 m .4 000

6 m 2778.

7 m 2041.

8 m 1563.

9 m 1235.

10m 1000.

11m 0826.

12m 0694.

13m 0592.

14m 0510.

15m 0444.

16m 0391.
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LEDBG002A

LED Wall Pack Parameter table

LEDBG60W002 LEDBG80W002

0.9

3400

92 (TYPEⅡ)

3030

ADC12+glass ADC12+glass

3030

80

0.25-0.75

2.0

72

9200

37001400

LEDBG120W002

L360*W230*H190mm L463*W232*H235mm

13800

120

0.9 0.90.9

30 36 30

＜27 108

3.6

0.4-1.1

3000-5700 3000-5700 4000-5700

92 102

ADC12+glass

3030

5470

_

Outdoor Outdoor Outdoor

1 00. 0 9. 0 8. 0 63.

0 99. 0 88. 0 77. 0 6.

A

%
A

1.Twist cross-screw between the
upper shell and the lower shell( as
pictureAshows),then open the
upper shell for a certain angle
and twist theterminals between
led module and driver.
2. Remove the assembly on the
upper shell and put it onto a clean
and dry place.

3. Check the location of the
recessed junction box holes
on fixture, use tool to knock
off the hole on lower shell( as
picture B shows), then lead
the power line( black white and
green line) from the back of
lower shell to the inside of lower shell.
4. Use four fastening screws to install the
lower
shell onto the recessed junction box, then
connect the power lead line with the led
driver power line.

、

5. Install the assembly of
upper shell
onto hinge of lower shell,
fasten the
terminals between led
module and
driver, then close the shell
and fix with two cross-screws.

LEDBG100W002

11500

0.36-0.92

100

0.9

30

90

3

3000-5700

102

ADC12+glass

3030

4560

Outdoor

15.

6900

92

3030

ADC12+glass

2800

0.9

36

54

3000-5700

Outdoor

LEDBG30W002 LEDBG40W002 LEDBG50W002

0.1-0.3

＜30

1.2

4600

92

3030

ADC12+glass

2080

0.9

30

3000-5700

Outdoor

0.15-0.4

40

36

1.5

5700

92

3030

ADC12+glass

2400

0.9

30

3000-5700

Outdoor

0.18-0.5

50

45

_ _ _ _ _ _

(TYPEⅡ) (TYPEⅡ) (TYPEⅡ) (TYPEⅡ) (TYPEⅡ) (TYPEⅡ)
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